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	Gioia Sails South, LLC
15803 NW 140th ST.
Alachua, FL 32616
(386)462-4975


41 DS      Hunter Dodger Installation

   These instructions will explain the easiest way for you to install your new dodger and have it looking fantastic.  As with any other types of installation, a little time and patience will give you the best results possible in achieving that perfect look that you want your dodger to have.

1. The first step in your installation is to find the location of your main mounts.  To do this, run a tape measure from the edge of the deck house, along the side of the boat (20”).  This will give you the center of you main mounts.  Use a 1/8” Drill bit and ¾” screws to secure your mounts. Be sure to seal all holes with 5200 caulk or silicone.

2. Place frame in main mounts.

3. Zip your dodger to the frame, making sure the dodger is centered on the frame, and make sure the long bow of the frame is facing forward. Then put a fastener in the center of the sea hood to secure. Use a rope or strap, wrapping it to the center of the frame and securing it to the pedestal. This tension is critical to the fasteners down the side of the deck.

4. Go to the forward of the dodger and begin installing the studs into the sea hood and LTD prong sockets and back plate to the Dodger top. Start in the center, and then alternate by going to each side (port & stbd) at this point tension is critical to make sure that you have a tight and secure fit. Move and pull the glass around until it pops out round and perfect. Don’t forget to seal all the holes! 

5. At this point you will have to go back from one side to the other installing the fasteners. Make sure you keep the dodger centered and that it’s a tight fit. 

If you have any questions, please don’t hesitate to call!

Smooth Sailing!!

41 Hunter Dodger Hardware List

4
-
Extreme Angle Hinges                                                                                  33
-
LTD Studs

33
-
LTD Prong Sockets

33
-
LTD Back Plates

  2       -            STRAIGHT MOUNTS
You will need the following TOOLS and SUPPLIES:
Flat head screw driver 

Phillips Head Screwdriver

1/8” Drill Bit

Screwdriver (For LTD Studs)

Hammer (To put LTD prong sockets & back plate on dodger)

5200 Caulk or Silicone

12   #8 ¾” Screws (For Mounts)

